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Feature Release V1.6.0 
 

 

Release NO. 

CR- DVBS2CI -00_V1.6.0.WVUpgrade 

Release Date 

August 3, 2023 

New Features 

1. Rebuilt the version number from V1.5.9 to V1.6.0. 

2. Newly add the feature that user could bypass the channel without scanning channel. 

3. Newly add the feature that user could add the other PID without scanning channel. 

4. Newly add the bitrate variation print message on the log. 

5. Support monitor maximum 64 ES PID on CI. 

Resolved Issues 

1. Simplify the setting of descrambling the ES PID 

2. Resolved the issue that clear the specific channel configuration of the output module, it 

could not clear the configuration of the input module 

3. Resolved the issue that module could not clear the EMM PID and Other PID 

configuration when user clear the single channel configuration. 

4. Modify the maximum time of scanning channel and SI table from 12s to 120s. 

5. Resolved the issue that import the configuration on the chassis, the BISS parameters 

is not precise. 

6. Resolved the issue that the output bitrate would be 0 after modifying the new frequency 

and re-configuring the channels. 

7. Resolved the issue that the preserved EMM PID and Other PID would still exist on the 

new TS if the TS doesn't have program. 
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8. Resolved the issue that user sometime could not modify the configuration. 

9. Resolved the issue that the SNMP Web could not get the descramble messages. 

10. Resolved the issue that the module won't display EMM PId while using single channel 

searching. 

11. Resolved the issue that the channel scanned progress bar could not match to the real 

scanning time. 

12. Resolved the issue that the module is lack of the Tuner parameter on the SNMP 

13. Resolved the issue that the SNMP Web is getting the wrong Braud rate. 

14. Resolved the issue that the parameters don't recover to the default after resetting the 

CAM card to default. 

Test Results 

  positive 

Remaining Issues 

             none 
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Feature Release V1.5.0 
 

 

Release NO. 

CR-DVBS2-00_V1.5.0.WVUpgrade 

Release Date 

March 25, 2022 

New Features 

1. Rebuilt the version number from V1.4.45 to V1.5.0. 

Resolved Issues 

none  

Test Results 

  positive 

Remaining Issues 

             none 
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Feature Release V1.4.45 
 

 

Release NO. 

CR-DVBS2CI-00_v1.4.45.WVUpgrade 

Release Date 

January 12, 2022 

New Features 

1. Made it support the function of auto PMT tracking. 

Resolved Issues 

1. Resolved the issue of scanning services abnormally if not parsing NIT, SDT, MGT, 

TVCT and CVCT correctly. 

2. Resolved the issue that the module's system maybe crashed when doing the operation 

of clearing configurations.  

Test Results 

  positive 

Remaining Issues 

          none
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